NOTE:
- Always connect one end of the battery to the controller, the other end to the controller.
- If the controller is damaged, replace it with a new one.
- If the controller is not damaged, replace the batteries.
- If the controller is still not working, check the wiring connections.
- If all else fails, contact a professional electrician.

SR to YAMAHA G9/G14/G16

Replacing Stock Controller:

1. Disconnect the power supply from the controller.
2. Connect the new controller to the power supply.
3. Connect the control wires from the new controller to the_old control panel.
4. Connect the battery wires to the new controller.
5. Reconnect the controller to the control panel.
6. Test the new controller by connecting it to the power supply and checking its functionality.
7. If the controller still does not work, contact a professional electrician for further assistance.

WARNING:
- Do not attempt to repair or modify the controller unless you have the appropriate knowledge and tools.
- Always ensure that the power supply is turned off before making any connections.
- Contact a professional electrician if you experience any issues with the controller.

BATTERY PACK

NOTE:
- Always disconnect the battery pack from the controller before making any connections.
- Connect the battery pack to the controller according to the manufacturer's instructions.
- Test the battery pack by connecting it to the controller and checking its functionality.
- If the battery pack still does not work, contact a professional electrician for further assistance.

MAINTENANCE:

1. Regularly check the controller bolts for tightness.
2. Clean the controller case with a damp cloth.
3. Lubricate the controller with a small amount of oil.
4. Keep the controller dry to avoid moisture damage.
5. Contact a professional electrician if you experience any issues with the controller.

NOTES:
- Always ensure that the controller is properly grounded.
- Contact a professional electrician if you experience any issues with the controller.
- Replace the controller if it is damaged or not working properly.

SPECIFICATIONS:

- Controller Voltage: 12V
- Controller Current: 20A
- Control Panel: 5-Pin
- Battery Pack: 12V 20Ah

CONTACT:

YAMAHA ELECTRIC GOLF CARTS

123 Main St.
Anytown, USA 12345

Phone: (555) 555-5555
Email: info@yamaha-golf.com